
 
 

 
 

Material Safety Data Sheet 

Deck Art Flooring Products 

 

Product description 

These engineered wood flooring products are produced for residential and 

commercial use. 

 

Miscellaneous hazard data 

Wood products are not hazardous. However, wood dust generated by sawing, 

sanding, or machining these products may be hazardous. 

 

Fire and explosion hazard data 

EXTINGUISHING MEDIA: Water spray. SPECIAL FIREFIGHTING PROCEDURES: 

Firefighters should protect themselves from toxic products of combustion by wearing 

self-contained breathing apparatus. UNUSUAL FIRE AND EXPLOSION HAZARDS: 

Sawing, sanding or machining wood products can produce wood dust that can cause 

an explosive or combustion hazard. AUTO IGNITION HAZARD: 200-260ºC. 

 

 

 



 
 

 
 

Spill or leak procedures 

STEPS TO BE TAKEN IF MATERIAL IS SPILLED OR LEAKED: Wood dust may be 

vacuumed or shoveled for recovery or disposal. Avoid creating dusty conditions. 

Provide good ventilation. WASTE DISPOSAL METHOD: In accordance with federal, 

state, and local waste disposal regulations. 

 

Safe handling and use information 

VENTILATION: - RESPIRATORY PROTECTION: - SKIN AND EYE PROTECTION: 

- 

 

Special precautions 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: - OTHER 

PRECAUTIONS: - Caution: Respiratory, eye and skin irritation. Caution: Wood dust. 

Sawing, sanding and machining wood products can produce wood dust. Airborne 

wood dust can cause respiratory, eye and skin irritation. PRECAUTIONARY 

MEASURES: If power tools are used, they should be equipped with a dust collector. 

If high dust levels are encountered, use an appropriate dust mask. Avoid contact 

with eyes and skin. FIRST AID MEASURES IN CASE OF IRRITATION: Flush eyes 

or skin with water for at least 15 minutes. 

 

 

 



 
 

 
 

Toxicological information 

WOOD DUST: Wood dust generated from sawing, sanding or machining may cause 

nasal dryness, irritation, coughing and sinusitis. Wood dust is not considered a 

potential cancer hazard. The International Agency for Research on Cancer (IARC) 

classifies wood dust as a carcinogen to humans (Group 1). The classification is 

based primarily on IARC’s evaluation of increased risk in the occurrences of 

adenocarcinomas of the nasal cavities and paranasal sinuses associated with 

exposure to wood dust. The information presented herein is supplied as a guide to 

those who handle or use this product. Safe work practices must be employed when 

working with any materials. It is important that the end user makes a determination 

regarding the adequacy of the safety procedures employed during the use of this 

product. 

 

 


